
 

Lineal and high density  
polyethylene

EQUATE's commitment is to produce high quality materials that 
contribute to creating plastic products that provide safety, comfort, joy 

and improve our daily life.
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Equate High Density PE - EGDA

SM Resinas Global Plastics Distributor

HDPE

Product 
EGDA-6888 is a polyethylene copolymer of high density and molecular weight that has 
been specifically designed for the extrusion of tubular film. Its wide distribution and 
molecular weight density have been optimized to provide excellent bubble stability at 
high extrusion speeds with high film strength and stiffness. The combination of high 
strength and excellent extraction capacity makes it ideal for measurements in many 
applications. 

Applications 
The tubular film produced from EGDA-6888 is excellent for the production of 
shopping bags (high strength) and high quality thin films for multiple layer bags and 
replacements for fine paper products. EGDA-6888 is also highly recommended for 
making "gravity" pipes without pressure for drainage and sewer applications.



 

Equate High Density PE - EMDA

SM Resinas Global Plastics Distributor

HDPE

Product 
EMDA-6200 grade is a high-density polyethylene copolymer resin designed for blow 
molding small to medium size bottles. It can be used on intermittent as well as 
continuous blow molding machines for high-speed production of high quality bottles. 
The bottles have excellent environmental stress cracking resistance and a good 
balance of rigidity and impact strength. They are easily trimmed and exhibit excellent 
surface attributes. 

Applications 
EMDA-6200 is intended to produce containers of up to 10 liters capacity for 
packaging domestic and industrial chemicals, cosmetics and food products. In addition 
EMDA-6200 can also be used successfully for extruding sheets and profiles including 
corrugated drainage pipes.
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Product 
EMDA-6147 is a high density polyethylene copolymer resin designed for blow molding 
of large size containers. Its high molecular weight and broad molecular weight 
distribution with a balanced density provide excellent mold-ability, toughness and 
stress-cracking resistance. The molded articles exhibit good surface attributes. 

Applications 
The product is suitable for blow molding of closed head shipping containers of up to 
50 liter size: fuel tanks, drums, jerry cans and other similar parts. The molded parts 
have smooth surfaces that can be readily treated for high quality printing. The 
containers may be utilized for packaging a variety of aggressive materials, such as, 
industrial chemicals, latex paint, printing inks and adhesives. Foodstuff can also be 
packaged in the containers in line with conformity of the resin with food contact 
regulations.

HDPE Equate High Density PE - EMDA



LLDPE

Product 
EFDC-7087 and 7050 are a linear low-density polyethylene (LLDPE) resin for tubular 
blown film extrusion. Films made from these products have good toughness, high 
tensile strength and outstanding puncture resistance. The products contain high levels 
of slip and antiblocking agent. They also offer excellent draw down capability for 
thinner gauge film production. The films have good seal-ability and machinability for 
easy conversion on high-speed machines. 

Applications 
EFDC-7087 and 7050 are recommended for the manufacture of thin gauge liner films, 
garment bags and other industrial and consumer packaging applications requiring 
toughness and puncture resistance.
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LLDPE Equate Lineal Density - EFDC

Product 
EFDA-7047 is a linear low-density polyethylene (LLDPE) resin for tubular blown film 
extrusion. Films made from this resin have good toughness, high tensile strength and 
puncture resistance. EFDA-7047 does not contain any slip or antiblocking agent. 

Applications 
Industrial liners, blown film stretch wrap, heavy-duty films and general-purpose blown 
films for a variety of applications.


